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Are pigtail cables available in gigabit
and gigabit versions 

Overview

Fiber pigtails are available in OS1/OS2, OM1, OM2, OM3, OM4 & OM5, fiber
types to meet the demands of Gigabit Ethernet, 10 Gigabit Ethernet and high-
speed Fiber Channel. nications rooms, data centers and at the desk. Patch
cords support network applications in main, horizontal and equipment
distribution areas and are available in riser (OFNR), and low smoke zero
halogen (LSZH) rated jacket mat nnector ins 5dB max. (Multimode -. RoHS
compliant fiber optic patch cords shall include simplex or duplex LC, SC, ST or
MT-RJ connectors, or FJ or keyed FJ plugs or jacks on both ends. Support
current and future Category 6a and 6 applications, such as: 10GBase-T (10
Gigabit Ethernet), 1000Base-T (Gigabit Ethernet), 100 Base-T, 10 Base-T,
FDDI, ATM Individually packaged in a clear plastic bag. To understand the
similarities and differences will help you make the best choice for.

© 2026 GDR Telecom Site Energy Systems - All rights reserved



Page 2/4

Are pigtail cables available in gigabit and gigabit versions 

Fiber optic patch cables and fiber optic pigtails
structurally have much in common. They are both
available in single mode and multi-mode, and they
can be made into simplex and duplex.

Pre-terminated fiber optic pigtails support fusion
splice field termination applications. Fiber pigtails
are available in OS1/OS2, OM1, OM2, OM3, OM4 &
OM5, fiber types to meet the demands of Gigabit
…

OM4 multimode pigtails are used to connect high-
speed systems such as Gigabit Ethernet, Fast
Ethernet and Ethernet networks. OM4 multimode
pigtails are terminated with standard connectors
to …

Fiber optic patch cords and pigtails are available in
OM4, OM3, OM2, OM1, or OS1/ OS2 fiber types to
meet the demands of Gigabit Ethernet, 10 Gigabit
Ethernet and high speed Fibre Channel.

Opti-Core ® Fiber Optic Patch Cords and Pigtails
are available in OM4, OM3 fiber or OM2, OM1 or
OS1/OS2. fiber types to meet the demands of
Gigabit Ethernet, 10 Gigabit Ethernet and high
speed …
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Understand fiber optic pigtails — definition, types,
and how they differ from patch cords. Learn why
pigtails ensure reliable, low-loss fiber terminations.

Featuring SC style connectors, the pigtails are sold
individually rather than limiting you to pre-
packaged quantities. Custom lengths, connector
combinations and polishes are available.

OM4 multimode pigtails are used to connect high-
speed systems such as Gigabit …

Support current and future Category 6a and 6
applications, such as: 10GBase-T (10 Gigabit
Ethernet), 1000Base-T (Gigabit Ethernet), 100
Base-T, 10 Base-T, FDDI, ATM

Fiber optic pigtails are pre-terminated with
connectors on one end, simplifying splicing and
termination in fiber installations.
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Contact Us

For more information, pricing, or custom energy solutions, please contact us:

Website: https://gdroofing.co.za
Email: sales@gdroofing.co.za
Phone: +27 72 418 9365
Address: 22 Electron Avenue, Isando, Johannesburg, 1600, South Africa

This document is for informational purposes only. Specifications subject to
change without notice.
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