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THE GREEN GRID: ASHRAE Data Center Cooling
Guidelines: Developed in collaboration with
ASHRAE, this document provides best practices for
data center cooling, including hot and cold aisle ...

In recent years, there has been no greater positive
impact on the cooling of data centers than the
introduction of containment. The energy savings
alone has saved hundreds of millions of dollars
and ...

The Cold & Hot Aisle Containment system is
retrofitable - making it ideal for improving the
performance of older server rooms facing
upgrades. It"'s also modular and scalable, which
helps future-proof ...

Depending on your facility's layout, Armstrong

Aisle Containment Solutions offer both Hot Aisle
Containment (HAC) and Cold Aisle Containment
(CAC) systems to suit new builds or retrofit ...

Aisle Containment Enhance cooling efficiency and
reduce energy costs with aisle containment
solutions from Server Racks Online. Designhed for
data centers and IT environments, our hot aisle
and cold ...
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By reducing hot/cold air mixing, you can raise
supply and chilled-water setpoints, which
decreases compressor and fan energy while
maintaining safe server inlet temperatures.

Sliding Doors offer data centers aisle-end
containment in just minutes and without the need
for contract labor. The one-tool design allows for
quick and easy installation, removal, and re-
installation with ...

Cold Aisle Containment isolates the cold air,
preventing it from mixing with the hot air. To
enclose the cold aisle between adjustment rack
rows, Aisle Containment Doors are combined with
an overhead ...

Complete cold aisle containment guide for data
““// centers. Learn CAC benefits, implementation
N \é I steps, and achieve 35% cooling cost reduction.

A

Data centers opting for cold containment deliver
cold air through a raised floor into the aisle. This
air is contained in front of the cabinets, creating a
homogeneous air plenum at the desired
temperature.
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Contact Us

For more information, pricing, or custom energy solutions, please contact us:

Website: https://gdroofing.co.za

Email: sales@gdroofing.co.za

Phone: +27 72 418 9365

Address: 22 Electron Avenue, Isando, Johannesburg, 1600, South Africa

This document is for informational purposes only. Specifications subject to
change without notice.
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