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OEM Air-Cooled Switch 400G

The Mellanox MQM9790-NS2F is an unmanaged
64-port NDR InfiniBand switch featuring 400G
OSFP ports and P2C airflow design. Ideal for high-
performance data centers requiring plug-and-play
400G ...

The SSE-T8196 comes with 64 port 400G QSFP112
downlinks and 32 port 800G OSFP uplinks in a 3RU
chassis. Depending on the Datacenter cooling
options, SSE-T8196 switches come in support ...

Experience breakthrough switch performance that
delivers high capacity, speed, and efficiency. A
new modular chassis design supports high-port-
density 400G expansion modules. Get a high ...

The Edgecore DCS520 is a high-performance spine
switch for data centers, offering line-rate L2 and
L3 switching across 64 x QSFP56-DD ports. It
supports various configurations and can be
deployed as ...

ServeTheHome is the IT professional''s guide to
servers, storage, networking, and high-end
workstation hardware, plus great open source
projects.
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The NVIDIA Quantum-2-based MQM9790-NS2F
switch comes with 64 400Gb/s ports on 32
physical octal small form-factor pluggable (OSFP)
connectors that can be split to deliver up to 128
200Gb/s ...

800G OSFP Switch-to-400G BlueField-3 +

ConnectX-7 with QSFP112 LinkX cables,

A B transceivers, ConnectX-7 and BlueField-3 DPUs
contain both InfiniBand and Ethernet protocols.
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Choose from new price-performance options on
merchant silicon in our 400G and 800G switches
and routers to reach new benchmarks of
performance and functionality.

The NVIDIA Quantum-2-based MQM9790-NS2F
switch comes with 64 400Gb/s ...

The Huawei CR5DSFUIKO6A is a high-performance
400G Switch Fabric Unit A (SFUI-400-A) designed
for single chassis configurations. This advanced
unit offers exceptional switching capacity and ...
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As data centers continue to evolve, the demand
2\ 2 for higher bandwidth and faster network speeds
X will drive further advancements in the electronic
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components used in 400G/800G network switches.
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Contact Us

For more information, pricing, or custom energy solutions, please contact us:

Website: https://gdroofing.co.za

Email: sales@gdroofing.co.za

Phone: +27 72 418 9365

Address: 22 Electron Avenue, Isando, Johannesburg, 1600, South Africa

This document is for informational purposes only. Specifications subject to
change without notice.
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